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TUBELESS TIRE VALVE 


USE CHART 
1955 - 1963 Model Cars 























CAR 1963 1962 1961 1960 1959 1958 1957 1956 1955 
Valve No. Valve No. Valve No. Valve No. Valve No. Valve No. Valve.No. >} Valve Noo Valve No. 
American - Ambassador Tig4n “| -TesR. | TIMAR | Tee Pies Goo eT 
Buick T165R 
Buick Special Si a a a re ee ee ee ee 
Cadillac 
Chevrolet 
Chevrolet (W/C) T193R 
Chevrolet II A SE CEES GRA 2 ihe Be 
Chevrolet II (W/C) ik in i ee Ses Se 
Chrysler T 183R T175R | T175R | T165R | T165R | 
Chrysler (W/C) T188R | T188R | T175R | T1I7SR | TI7SR | | 
Chrysler “300” T188R T175R tigok. | 
Comet a ae aie zt 
Corvair 2 eee ee ee 
Corvair (W/C) frissk [TisaR [ [| | | | 
Corvette Tier | | | 
_Dart | T183R | a a eee 
DeSoto PT183R_ 
Dodge TI75R 
_ Detroit-Dodge (W/C) T1I75R | Ti75R |Ti7R [| | | 
Other-Dodge (W/C) Pee ee 
Edsel re Yi ee 
Falcon [Ties [TisrR | | | |_| 
F-85 it LD ree i ae ee 
Ford T183R + T183R +[ T183R +| T183R +] TIS3R + TIS3R tT] TIOSR | TIER 
Ford (W/C) T193R | 7T193R | T193R T193R Ee Gee tres 
_ Hudson ea i838 
Imperial T175R 
Lancer Big ew aa eer ih ie Se iT NES 
~ Lark PTiesR [TiesR |TiesR | || | | | 
Lincoln TI75R 
Mercury T183R SLSR Tr TIeSR 7] Tien [TITER [Teg 
Mercury (W/C) T193R_| T193R_| T193R_| T193R_ [| TI93R [ | 
Meteor ae ee Se ee 
Metropolitan T165R TI65R 
Monza T184R T184R Ae SA PONS ae AN 
Nash TI65R 
~_ Oldsmobile SR er meee T183R 
Packard en ee ee ee ae 
Plymouth 
Plymouth (W/C) Tiger [7T18eR [TiesR | Ti75R | Ti75R | TiR | | 
Pontiac 
Rambler T183R_[T183R_ | 7T183R_ | T183R_ |T183R | T183R |[TIBsR | _ 
Rebel T184R rrigan | Tiean[ Ties] ties 
Studebaker T 183R T 165R T 165R T 165R 
Tempest 7d ES ees ee es Se" ae 
Thunderbird T183R 
Thunderbird (W/C) T188R hice | Tied 
Valiant Pe Vien itis tie | | ee | ee 
Willys T165R__| T165R 








w/C — Indicates valve used when wheel covers are furnished. 
**SNAP-IN’’ TUBELESS TIRE VALVES 


For Rims with .625 (5/8") Rd. Hole 


TRU-FLATE 
NUMBER 


FOR 13’’ — 14’’ — 15’’ WHEELS 
For Rims with .453 (29/64"') Rd. Hole 


EFFECTIVE 
LENGTH 


EFFECTIVE 


LENGTH TRU-FLATE 


NUMBER 





‘*Snap-in’’ valves can be easily inserted 
with a Tru-Flate No. T506 Valve Tool. 


aed 





Form 63-3C 
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TRU-FLATE, I 


* —_ Add Extension T313R when wheel covers are applied. 








+ — Add Extension T315R when wheel covers are applied 


CLAMP-IN TUBELESS TIRE VALVES 


TIRE VALVE 
EX TENSIONS 


EFFECT. 


TRU-FLATE 
NO. ENGTH 


° 
T 313 
T314 
T315 





Trucks 


* Most popular — will fit any .453 or .625 rim hole. 


OAKLAND 3, CALIFORNIA, U.S.A. 


























